
Model 315S is designed for Pedal stops as low as 
16’, 32’ Contra Violne or 32’ Pedal Reeds.  It can 
also be used for manual stops in large church instal-
lations.   

315S consists of two cabinets, a ported one for the 
woofer and a satellite for the upper frequencies.  
The Satellite can be turned in various positions to 
achieve a different plain from the woofer.  It can also 
be placed a distance from the woofer cabinet . 

Consisting of:  3 Drivers—15”woofer, 6.5” mid-
range, and 1” titanium dome tweeter. 

Frequency Response:  25Hz to 18Khz 

Power Handling:  300 Watts 

Cabinet Weight:  Combined weight of both cabinets 
is 40Lbs. 

Dimensions:  Woofer —37”H x 22”W x 18”D.  Satel-
lite—13.5”H x 9.5”W x 5”D. 
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Model 315 is designed for Pedal stops as low as 
16’,  32’ Contra Violone or and 32’ Pedal Reeds.  It 
can also be used for manual stops in large church 
installations.    

315 is a single ported cabinet.  Both Model 315 and 
315S are available in Oak with grills in a choice of 
colours and any custom size to fit a particular space. 

 

Consisting of:  3 Drivers—15”woofer, 6.5” mid-
range, and 1” titanium dome tweeter. 

Frequency Response:  25Hz to 18Khz 

Power Handling:  300 Watts 

Cabinet Weight:  35Lbs. 

Dimensions:  32”H x ”W x 17”D 

 


